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WHEN TWO RL?>2'S 
ARE MOUNTED IN A 
CABINET THE POSITION 
OF THE SLIDE BRACKETS! 
MUST BE /ADJUSTED 50 
THAT THE 'BEZELS /«EJ»W- 
ALtEL Mt> ALIGNED /tRTMlY. 




7.CONT 
D.SECURE DRIVE TO SLIDES "USING 
SCREWS SUPPLIED. (SEE DETAIL "F, 
SHEET 4) 

TO REMOVE DRIVE, EXTEND SLIDES 
FULLY, REMOVE SCREWS, RELEASE 
LATCHES AND LIFT OFF. 

8. FOR THE LAST DRIVE IN A SYSTEM, I/O 
CABLE PLUGS INTO EITHER SOCKET. TER- 
MINATOR (SUPPLIED WITH CONTROLLER) 
PLUGS INTO THE OTHER. 

NOTES CONT. ON SH. 2 



t-fl50 CAB 
(SHOWN FOR 
REFERENCE ONLY ) 



3 REF 



/ 



ALLOW 3b .O t|.0 
StRVlCE LOOP BETWEEN 
CLAMPS 



SEE 
DETAIL ' B" 
(SHEET Z) 




-SEE NOTE 
VOLTAGE SELECTOR 



^- SEE NOTE 2 
VClTAGE range 
SELECTOR 

REAR VIEW OF 
RL0Z-AK DISK DRIVE 
(ITEM I) 
TYPICAL FOR ALL CABS 
NOTE \ \ 



SEE 

detaii/c' 

(SHEET Z) 



CWUM HOLE- HOLE LOCATIONS 
F0RH950tH%7C/IBINETS ARE 
Gll/EN IN TARE ABOVE. 



SEE DETAIL "F' 
C SHEET 4) 




5 (REF) 



CABINET 
UPR\GHT (REH 
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RL0Z-AK. 
(SHOWN IN A H950 CAB) 



SECTION A- A 

(SHOWING TYPICAL MOUNTING 
OF CHASSIS SLIDES TO 
CABINET UPR\GHTS^ 
SCALE: NONE 



NOTES: 

1. MACHINES ARE SHIPPED CONFIGURED FOR 
1 1 V, AND NOMINAL VOLTAGE RANGE FOR 
220 V OPERATION REMOVE TWO SCREWS 
FROM "VOLTAGE SELECTOR" COVER WITH- 
DRAW THE COVER, AND REINSERT TURNED 
UPSIDE DOWN. AFTER INSERTION, 220 
MUST BE SHOWING THRU THE SMALL WIN- 
DOW. REPLACE THE TWO SCREWS, CUT 
OFF 110V PLUG ON THE POWER CORD, 
REPLACE BY 220 V PLUG (ITEM #20). FOR 
COLOR CODE SEE DETAIL "G", SHEET 4. 



2. "LOW LINE" AND "NOMINAL LINE" ARE DE- 
FINED ON COVER OF "VOLTAGE RANGE 
SELECTOR" FOR LOW LINE VOLTAGE OP- 
ERATION REMOVE TWO SCREWS FROM 
"VOLTAGE RANGE SELECTOR" COVER, WITH- 
DRAW THE COVER AND RE-INSERT IT 
TURNED UPSIDE DOWN. AFTER INSERTION, 
"LOW'MUSTBESHOWINGTHRUTHESMALL 
WINDOW. REPLACE THE TWO SCREWS 

3. WHEN AN RL02-AK IS ORDERED IN CON- 
JUNCTION WITH H9500, H9501, H9502, 
H9503, H9600, H9601 , H9602, H9603 INTER- 
LOCK KIT(S) (REF 2 1 ) OR CABLE RESTRAINT 
SYSTEM(S) (REF 22) MUST BE ORDERED 
AND INSTALLED. 

4. WHEN AN RL02-AK IS ORDERED IN CON- 
JUNCTION WITH A H95p3/H96j03 THETRIM 
PIECES (H9514-B) MUST BE ORDERED. 

5. WHEN AN RL02-AK IS ORDERED IN CON- 
JUNCTION WITH A H9501 /H9601 TRIM PIECES 
(H9514-A) MUST BE ORDERED. 



6. TO ATTACH SHIPPING BRACKET (ITEM 7) 
REMOVE TWO SCREWS AND TWO LOCK- 
WASHERS FROM ONE SIDE OFTHE POWER 
PANEL ON THE REAR OF DISK DRIVE (ITEM 
1), POSITION A SHIPPING BRACKET TO DE- 
TERMINE LOCATION OF "U" NUT (ITEM 13) 
AND ATTACH BRACKET USING ORIGINAL 
SCREWS AND LOCKWASHERS AND ITEMS 
1 2 AND 9 (AS SHOWN IN DETAIL'D") BRACKET 
MAY BE ATTACHED TO EITHER SIDE OF 
UNIT. 

7. TO MOUNT RL02 IN CABINET. 

A MOUNT BRACKETS AND SLIDES TO 
UPRIGHTS. 

B. EXTEND SLIDES AS FAR AS POSSIBLE 
BY RELEASING CATCHES. (SEE DETAIL 
"F SHT 4) 

C. PLACE DRIVE ON SLIDES AND PUSH 
BACK UNTIL ENDS OF RAILS FITUNDER 
TAB ON SLIDESAND LATCHESENGAGE 



CAUTION: OFF SHEET PARTS LIST EXISTS. 
SEE K-PL-RL02-AK-DBP (Z0848). 
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DWC/PART NO. [ITEM WO. 



UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE IN INCHES 
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NOMINAL DIMENSION RANGE ■ 
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DISK DRIVE MTG. 
«-^ KIT 8 CARTRIDGE 
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HOLE LOCATIONS (FROM BOTTOM 
OF CAB) FOR CHASSIS SLIDE 
MOUNTING EiKACHiTS ( / ITEM*5lMUST BE USED FOP, 
LOBOY CABINETS - OPTIONAL FOR HIBOYS 




SECTION A- A SHOWN 
ON SHEET I 



5 REF \ r 

\ HOLE 55 

OPTIONAL LOCATION^ 



forhiboy: oniy hole5o— 



\9 REF 

(QTY2) 
4 PLACES 





NOTES-- (cont.) 

9. CABINET OPTIONS INCLUDE SKINS, DOORS, CDl/ERS,TRIrVU PWR CWTROU.ERS 



VOLTAGE DUG 
10 H960-BC 
H960-BD 
H967-BA 
H%T-BB 



220 

no 

220 
110 
220 
110 
220 

no 

220 
no 

220 



REMARKS 
INCLUDES FIVE 10.5 IN. FRNELS 

10.5 IN. COVER RWEL$(!J950-QA)MU$T BE 
ORDERED IF REQUIRED. 



H%03-EE j" ' Mlb Wl ™ H95M " B T p WZK 



H%OI-ED\, 
H960I-EE j "' 
H9G02-EA 



H9MJ2-EBJ 
H9iOO-EA~l 
H960D-EBJ 



.6 HIT H95I4-A TOP COVERS. 

."^■■ib-m/putf tTOv caeini-t. 

DWHB COMPLETE HI BOY CABINEf 

H9&02-B-0 S«::« OPTION ARRANGEMENT DWG. CRDER AS flElft 

H?(,OO-k-0 [WX DPT10N ARRANGEMENT DV.S. jPDER P,5 RE5'D 
H%0 3-B-O 5WLB G? T ;0N ARRANGEMENT A % DRIER f-5 K;"D 

H "36 l-A-0 DWLB OPTION ARRANGEMENT », 'ORDER A5 REuTj 



WHERE A LONGER CABLE IS REQUIRED THAN 
ITEM *3 USE ONE OF THE FOLLOWING: 
LENGTH PART NO. 

20 FEET 10I2IZZ -20 

40 FEET 70l2ia2-40 

60 FEET 70!2!22-£-> 

TOTAL LENGTH OF CABLE(Sl NOT TO EXCEED IOC FEET 

OPTIONAL CA&LE ROUTING INSIDE CHANNEL 
UPRIGHTS. DO MOT ALLOW CABLES TO BE 
CAUGHT BETWEEN CABINET UPRIGHTS AND REAR 
OF DIGK DRIVE. 



SINGLE WIDTH CAB 
fSHDWN FOR REFERENCE ONLY) 
SEE NOTES 3 8,4 
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.S-TNOTf 

JEF INSTR jCTIOfC ON tti£ 
E-AD-70l.%5fl-0-O CM HOW 
TO liJ'.TA'LL I.TFDT KITS ITEM*2I 



SREF 



I2REF 



'C 
SCKLE: NONE 
ONE CLAMP FOR i/o CABLE TEM 
ONE CLAMP FOR POWER CORD 



RL(?2-AK 
(SHOWN iN A SINGLE 
WIDTH CAB J 

"or :zo .; i/afmaton. :« f o~F i, 

RLAB vTU OF DPI'/t ON SHT 1 i,MD 
ITEM'20 1' 0/.| i Q;r 
FOR '.0/1 UMF VOfA';r VARIATION 
jEE ir.TF > . 
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\(OTY 2) ' 
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l&R£F HREF(OTT 2) SCALE: NOME 

FOR ONE; CABLE USE 
ONE OF EACH 
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HOLE LOCATIONS. (FROM BOTTOM 

OF CAB 1 ) FOR CHASS\S SLIDE MOUNTING BRACKET 

THI5 LOCATION MUST BE USED FOR LOBOY 

CABINETS -OPTION FOR HIBOYS 




DOUBLE WIDTH CAB 
(SHOWN FOR REFERENCE ONLY) 
SEE NOTES 3 $ S 



2ND DISK DRWIE AMD 

D\SK CARTRIDGE 

(SHOWN FOR REFERENCE ONLY ") 



RL<PZ- AtC 
SHOWN IN A DOUBLE WIDTH CABINET) 



FOR E20V VARIATION SEE NOTE *!, 
REAR VIEW OF DRIVE ON SHEETS, 
AND ITEM "20 IN CALL OUT 
FOR LOW LINE VOLTAGE VARIATION 
SEE NOTE *2 




ic 






B 



TYPICAL CABLE RESTRAINT SYSTEM 

SEE MOTE 3 AND INSTRUCTIONS ON 
DRAWING D-AD-70I4.T6S-0-0 
(REF ITEM 12) 
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"^DISK DRIVE MTG pf 58 
KIT 8 CARTRIDGE E ^ A 



I sneer 3 of 4 



•NUMBB) 

RL02-AK-0 



TTT 



HX 




— GROUND 
GREEN WITH YELLOW TRACER 



■CABINET 
UPRIGHT (REF) 



I8REF 



- ACCESS SLOT 




DETAIL. Q, 
REAR VlE/V Or ITEM 10 
WITH STRAIN RELIEF REMOVED 



SEE NOTE 7 



SLIDE EXTENSION 
RELEASE CATCH |OREF 

(QTY 4) 



DETAIL *F' 

SEE NOTE 7 



CABINET 
UPRIGHT (REF) 



3 REF 



36.0 SERVICE LOOP 
BETWEEN CABLE CLAMPS 




DETWL*D" 

SHOWING TYPICAL MOUNTING OF SHIPPING 
BRKT (ITEM 7 ) (\MD CABLE ROUTING FOR 
DUAL DR1XJE SYSTEM (CPU BE LOW) IN AIM 
H950 CABINET 
NOTE 11 



CABINET UPRi&HT 
(REf) 



POWER JNE 
IN SEPARATE CLAMP 



SERVICE LOOP (REF) BETWEEN 
CABLE CLAMPS 



SEE 
DETAIL 4 C" 

(SHEET Z) 
ONE CLAMP (ITEM |4) 
FOR EACH CABLE 




SEE DETAIL "B 

SHEET 2. 



POWER LINE IN SEPARATE 
CL/kMPClTEM'kl) 



SEE DETAIL C 

SHEET 2 
(CLAMP SHOWN IS ITEM 15) 
' — TO CONTROLLER 



3&.0 SERVICE LOOP BETWEEN 
CABLE CLAMPS (SEP) 

TO CONTROLLER 



DETML *E' 

SHOWING CABLE ^ ROUTING FOR DUAL DRIME 
SYSTEMS IN AN H95QSI CAB 
NOTE '1 1 



SEE DETAIL C 
SHEET Z 
CLAMP EACH CABLE" ABGgE 
SHIPPING BRA£KET (TEM i*) 



TO CONTROLLER 




So 



"3fc.O SERVICE LOOP 
BETWEEN CABLE CLAMPS 
(REF} 



15 
i- 



AUJMLIARY VIEW 

TYPICAL CABLE ROUTING -OR GLIAL 
DRIVE SNSTEM (CPU ABOVE) IN 
AN H950 CABINET 
NOTE II 



^OOP EX.CESS 
AS SHOWN 
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'NUMBER 
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LEGEND 



PART NO. 



701 3688-0 



7013688- 



VARIATION 



LEFT HAND 



RIGHT HAND 



INTERLOCK ROD 



VERT1CAL 



TINNERMAN NUT 



TYPICAL SLIDE MOUNTING- 
HARDWARE. 





NOTE: 

1. USE ITEM 15 (SHOULDER, WASHER) IN PLACE OF ITEM*I2 
(FLAT WASHER) WHEN ITEM *l (RETAINER INTERLOCK) IS 
NOT MOUNTED THROUGH A SLIDE MOUNTING HOLE. 

2. ASSEMBLE ITEM *9 (SPRING, WASHER) WITH CONVEX SIDE 
TOWARD ITEM*3, 4 (PLATE, CAM ) . 

3. CABINET EQUIPMENT MOUNTING HOLESARE NUMBERED 
CONSECUTIVELY FROM THE BOTTOM UP. A SQUARE HOLE 
IS PROVIDED EVERY FIFTH MOUNTING HOLE TO AID IN 
COUNTING. WITH STABILIZER ARM PUSHED IN, THE 
INTERLOCK ROD HOLE PATTERN LINES UP WITH THE 
VERTICAL MOUNTING HOLES AND IS NUMBERED THE SAME. 

4. ITEM*I4 MUST ALWAYS BE USED ADJACENT TO ITEM*I. 

5. WHEN INSTALLING CABINET TRIM STRIPS, MAKE SURE 
THEY DON'T INTERFERE WITH INTERLOCK OPERATION. 



INSTRUCTION S 

THE SYSTEM DOCUMENTATION WILL SPECIFY THE INTERLOCK 
LOCATION AND ASSEMBLY BY LETTER AND NUMBER CODE. 

2A. THE FIRST LETTER OF THE CODE SPECIFIES THE DIRECTION 
IN WHICH THE CHURCH KEY ASSEMBLY MUST BE INSTALLED. 
V SPECIFIES UP(AS SHOWN ON PRINT) AND "D" SPECIFIES 
DOWN. 

B THE SECOND LETTEROF ANY) SPECIFIES WHICH OF THE TWO 
CAM PLATE NOTCHES ENGAGES WITH THE CHURCHKEY ASSEMBLY. 
IF NO LETTER APPEARS, WE CALL THIS THE NORMAL ASSEM- 
BLY POSITION AND USE THE LOWER NOTCH. IF THE LETTER 
S APPEARS, WE CALL THIS THE SPECIAL ASSEMBLY POSITION 
AND USE THE UPPER NOTCH. 

C. THE NUMBER AT THE END OF THE INSTALLATION CODE SPECIFIES 
T HE CABINET MOUNTING HOLE FOR THE ITEM*I (INTERLOCK RE- 
TAINER). ALL OTHER PARTS OF THE ASSEMBLY ARE REFER- 
ENCED FROM THIS HOLE USING THE CHART BELOW. 



IN- 



DIRECTION /NOTCH 
SPECIFICATION 



BACK PLATE: 
LOCATION OF TOP 
MOUNTING STUD 



U X+4 1 X 

US X X 

D X + 6 X- 

DS X + 2 X+3 

NOTE: YlS THE SPECIFIED INTERLOCK RETAINER 
LOCATION. 



OUTRIGGER: 
LOCATION OF TOP 
MOUNTING STUD 



TYPICAL LEFT HAND ASSEMBLY SHOWN 

RECOMMENDED ASSEMBLY SEQUENCE 

1. PUSH STABILIZER ARM IN. 

2. ASSEMBLE ITEM #5, 6 AND 11 ONTO INTERLOCK ROD USING 
ITEMS #16. 

3. ASSEMBLE ITEM #3, 4 ONTO ITEM #5, 6 USING ITEMS #8 
AND #9. TIGHTEN ITEM #8 ONLY AFTER DEPRESSING ITEM 
#3, 4 AGAINST SPRING AS FAR AS POSSIBLE. 

4. HOOK ITEM #10 INTO ITEM #7. USE UPPER SLOT FOR "U" 
ASSEMBLIESAND LOWERSLOT. FOR"D" ASSEMBLIES. 
INSTALL ITEM #7 ONTO CABINET VERTICAL USING ITEMS 
#17, TORQUE TO 100±30 INCH POUNDS. 

5. INSTALL ITEM #2 REMEMBERING TO PASS THROUGH ITEM 
#J0 BEFORE ENGAGING ITEM #7. 

6. ATTHIS POINT IN THE ASSEMBLY, PROCEDURES FOR NORMAL 
ASSEMBLY AND SPECIAL ASSEMBLY DIFFER. 
A.NORMAL ASSEMBLY 

1. MOUNT SLIDE USING ITEMS #1, #12, #13, #14 AND 
TYPICAL SLIDE MOUNTING HARDWARE. 

2. ADJUST INTERLOCK BY LOOSENING ITEM #8, ALLOWING 
ITEM #3, 4 TO ASSUME ITS PROPER POSITION AND 
RETIGHTEN ITEM #8 TO 70+30 INCH-POUNDS. 



CHECK INTERLOCK FOR PROPER OPERATION 
BY SLIDING THE STABILIZER ARM IN AND OUT. 

B.SPECrAL ASSEMBLY 

I. INSTALL ITEM*I ANDl5 WITHOUT SLIDE. 
2. ADJUST INTERLOCK BY LOOSENING ITEM^B 
ALLOWING ITEM*3,4T0 ASSUME ITS PROPEP 
POSITION AND RETIGHTEN ITEM'S T0 70±30 
INCH-POUNDS. 

3. REMOVE ITEM* , *I5 . 

4. MOUNT SLIDE USING ITEMS* *I2"*I'3 *I4 
"AND TYPICAL SLIDE MOUNTING HARDWARE. 

5. CHECK INTERLOCK FOR PROPER OPERATION BY 
SLIDING THE STABILIZER ARM IN AND OUT. 

7. BOTH SPECIAL AND NORMAL ASSEMBLIES- 
INSTALL ITEMS ~I9,0NE ON EACH VERTICAL 
MOUNTING RAIL (BOTH SIDES OF EQUIPME *T), 
IN THE PLACES WHERE THE REARMOST PART 
OF THE BEZEL WOULD NORMALLY STRIKE. 
ITEMS '19 MUST NOT INTERFERE WITH ITEM 
~2 (ASSEMBLY, CHURCHKEY; OR TRIM STRIPS. 
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